
30 000
hours service life

2
years warranty

E series

LED lights, consuming significantly less power, replace the existing sodium
vapor lamps or fluorescent lamps in explosive environments. These lamps
are suitable for use in gas stations, oil refineries, gas terminals, chemical
industry or mine. Floodlights and linear luminaires provide illumination both
in the first and the second explosive zones.

LED fixtures for explosive environments

www.ageta.lt
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Voltage:

:

:

:

CRI:

L

:

Dimensions:

Body color:

85-265 V 50/60 Hz

16 W

1120 lumen

30 000 hours (7

5000 - 9000 K

>75

3,5 kg

length 709 mm, diameter
101 mm

grey

Replaces

Power consumption

Light flux

Average lifetime

Color temperature:

ight intensity control:

Weight of fixture

corresponds
36W luminescence fixture

2 years

36W luminescence fixture

years
when operates 12 hours per day)

no

Working temperature:

Warranty:

from -20 C to
+40 C

IP 65

I

Exd I (zone 1)

WF2

°

°

�

�

�

�

�

IP class:

IEC class:

Ex-mark:

Corrosion proof:

0

General characteristics:

LED fixture for (Exd I)explosive environments
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Voltage:

:

:

:

CRI:

L

:

Dimensions:

Body color:

85-265 V 50/60 Hz

18 W

1350 lumen

30 000 hours (7

5000 - 9000 K

>75

2,8 kg

height 167 mm, diameter
190 mm

grey

Replaces

Power consumption

Light flux

Average lifetime

Color temperature:

ight intensity control:

Weight of fixture

corresponds
36W luminescence fixture

2 years

36W luminescence fixture

years
when operates 12 hours per day)

no

Working temperature:

Warranty:

from -20 C to
+40 C

IP 65

I

Exd I (zone 1)

WF2

°

°

�

�

�

�

�

IP class:

IEC class:

Ex-mark:

Corrosion proof:

0

ELD18
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General characteristics:

LED fixture for (Exd I)explosive environments
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Voltage:

:

:

:

CRI:

L

:

Dimensions:

Body color:

85-265 V 50/60 Hz

150 W

12000 lumen

30 000 hours (7

5000 - 7000 K

>75

12,29 kg

height 179 mm, length 364
mm, width 340 mm

grey

Replaces 400

Power consumption

Light flux

Average lifetime

Color temperature:

ight intensity control:

Weight of fixture

corresponds 400 W sodium fixture

2 years

W sodium fixture

years
when operates 12 hours per day)

no

Working temperature:

Warranty:

from -20 C to
+40 C

IP 65

I

Exd II (zone 2)

WF1, *WF2

°

°

�

�

�

�

�

IP class:

IEC class:

Ex-mark:

Corrosion proof:

EDJ150
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General characteristics:

LED fixture for (Exd II)explosive environments
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Voltage:

:

:

:

CRI:

L

:

Dimensions:

Body color:

85-265 V 50/60 Hz

200 W

15400 lumen

30 000 hours (7

5000 - 7000 K

>75

12,6 kg

height 194 mm, diameter
418 mm

grey

Replaces 600

Power consumption

Light flux

Average lifetime

Color temperature:

ight intensity control:

Weight of fixture

corresponds 600 W sodium fixture

2 years

W sodium fixture

years
when operates 12 hours per day)

no

Working temperature:

Warranty:

from -20 C to
+40 C

IP 65

I

Exd II (zone 2)

WF1, *WF2

°

°

�

�

�

�

�

IP class:

IEC class:

Ex-mark:

Corrosion proof:

EDJ200
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General characteristics:

LED fixture for (Exd II)explosive environments


