
S28

S40/S56

S72/S88

S series

Luminai res are des igned to
illuminate the streets of cities or
towns, roads (for different purposes),
parking lots, areas of industrial
facilities, warehouses, parks, etc.
Fixtures in this series are economical,
durable and resistant to aggressive
environmental influences.

Name Voltage
Working

temperature
Power Light flux

Averag
e

lifetime,
hours

LED
manufacturer

Color
temperature

CRI
Light

distribution
IP

class
IK

class
IEC

class
Dimensions,
L x W, mm

Weight
Warranty,

years

S28 90-305 V, 50/60 Hz
-40 -
+50

°C
°C

60 W >6440 lm 70 000 Philips Lumileds 3500 - 6000 K >70 asymmetric IP 65 IK 08 I 700 x 300 8 kg 5

S40 90-305 V, 50/60 Hz
-40 -
+50

°C
°C

80 W >9200 lm 70 000 Philips Lumileds 3500 - 6000 K >70 asymmetric IP 65 IK 08 I 800 x 300 10 kg 5

S56 90-305 V, 50/60 Hz
-40 -
+50

°C
°C

120 W >12880 lm 70 000 Philips Lumileds 3500 - 6000 K >70 asymmetric IP 65 IK 08 I 800 x 300 11 kg 5

S72 90-305 V, 50/60 Hz
-40 -
+50

°C
°C

150 W >16560 lm 70 000 Philips Lumileds 3500 - 6000 K >70 asymmetric IP 65 IK 08 I 900 x 350 13 kg 5

S88 90-305 V, 50/60 Hz
-40 -
+50

°C
°C

180 W >20240 lm 70 000 Philips Lumileds 3500 - 6000 K >70 asymmetric IP 65 IK 08 I 900 x  350 14 kg 5

Description:

LED street lights
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